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Max. pressure (bar / psi)    450 / 6525

Rated flow  (L/min / gpm)  25 / 6.6 

65EN01H-20  TYPE

Proportion Throttle 

Symbol

2.4

Features

·Efficient wet electromagnet
·Protection grade: IP69k
·Higher operating pressure
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65EN01H-20  Proportion Throttle 

Description
A proportional solenoid-operated, 2-way, poppet-type, normally closed, 
screw-in hydraulic cartridge valve.

Operation
When energized, the cartridge allowes volume fl ow from 
② to ① . Flow is proportional to applied current.
When de-energized, fl ow is blocked from ② to ① and not 
blocked from ① to ② .

Ordering code

65EN01H-20

Option
None                   Blank

Voltage:                                                      
24VDC                 24                                                          Cartridge only                 0

Connection:                     
Deutsch DT04-2P            K7               
(IP69K) Seals:

Buna N (Std.)                     N 
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65EN01H-20  Proportion Throttle 

Electric

Technical data

Hydraulic

Materials
Weight: 0.4 kg; Steel with hardened work surfaces. Galvanized nickel exposed surfaces; 
Buna N (Std. ) seal.

Max. operating pressure 450 bar (6525 psi)

Rated flow 25 L/min @14 bar Δp (6.6 gpm at 200 psi Δp)
Recommended dither frequency 
(PWM) 200 Hz / Range 100-250 Hz

Hysteresis Between 3% and 7% from 40% of I-max. up to85% of I-max.
Less than 10% above 85% of I-max.

Rated current 800 mA

Cavity 01H

Internal leakage 100 drops/min. (at Δp=150 bar; HLP46, Toil = 40° C)

Fluid Mineral-based or synthetics with lubricating properties 

Viscosity range 7.4 to 420 mm2/s

Temperature range -40 to 100 ℃ (Buna N seals)

Degree of fluid contamination The minimum pollution level is ISO4406 level 18/16/13, and level 
15/13/11 is recommended to prolong the service life

Type of voltage DC voltage

Connection Deutsch DT04-2P

ED (up to 110° C) 100％

Resistance 11.5 Ω
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04 65EN01H-20  Proportion Throttle 

Characteristic curves
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Dimensions                                                                               ( Dimensions in mm )                                                     

Across flats 27 mm
Torque 12-15 Nm

Across flats 24 mm
Torque 58-67 Nm

∅17.4
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Cavity dimensions                                                       
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